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The MV6 VarioLase is a mobile fiber laser specifically developed 
for the flexible marking of medium-sized to large, bulky compo-
nents. Wherever conventional enclosure (cabin) solutions reach 
their limits and components are difficult to access, this system 
demonstrates its strengths.

Foaming
+  The laser heats the surface, 

causing fine gas bubbles to 
form within the material. As it 
cools, a light-colored, slightly 
raised foam layer forms.

Annealing marking
+  The metal is selectively heated 

and changes color depending 
on temperature and exposure 
time. This produces a perma-
nent color marking without 
material removal.

Laser engraving
+  The material is selectively  

melted and vaporized by the 
thermal energy of the laser 
beam. This creates a perma-
nent, visible indentation.

MV6 VarioLase 
for flexible on-site use.

Mobile laser marker

Technology: 
Power: 

Fiber laser 
20W

Wavelength: 
Power supply: 

1.064nm
100-240 V AC

Total weigh: 
Safety class: 

Approx. 24 kg
PL-e

Compressed-air supply: 
Handle weight: 

3 - 7 bar 
Approx. 2,5 kg

Material: plasticMaterial: steel Material: steel

1
 Class

Even delicate details are produced with high edge 
sharpness and excellent readability. Permanent 
marking can be reliably achieved on almost all 
metals, plastics and composite materials.

The finely focusable laser beam enables precise, 
high-contrast marking of all code types — inclu-
ding QR codes, Data Matrix codes and barcodes 
— as well as lettering, alphanumeric characters 
and logos.

This is possible, among other things, thanks to its safety seal integrated in the contact nose, which 
meets all requirements of Laser Class 1. As a result, the VarioLase is a safe and reliable solution for 
everyday work — both for the operator and for people nearby.

Thanks to interchangeable contact 
noses with a quick-change system, 
the marking unit can be adapted 
quickly and easily to the respective 
marking task — while providing the 
highest level of protection.



MV6 VarioLase

Contact noses for 
different applications

The MV6 LaseControl operating software provides all necessary functions 
to create a complete marking template in just a few steps. Common 1D and 
2D codes such as Data Matrix Code, barcode, QR code and GS1 can be 
generated directly in the software and added to the layout.

Easy operation with 
MV6 LaseControl

Text content such as serial numbers (variables, counters, shift codes) as 
well as logos can be added to the marking template and positioned freely.
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SN: 01234566

After selecting all application-relevant parameters, the marking job can be 
transferred directly to the system and started.
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LED status 
indicator

Safety system

+ An LED indicator on the  
handle shows you the 

	 current status of the 
	 device at all times.

+   The laser activates only when the safety seal is ensured 
and all LEDs are illuminated. This ensures a smooth 
workflow before and during laser marking.

+   Our contact noses with a quick-
change system enable precise, 
position-independent marking of 
surfaces.

+   An optional magnetic holding 
device is available on request. 
Please feel free to contact us 
regarding custom special designs.

25 x 25 mm 90 x 90 mm60 x 10 mm

Rocklin Manufacturing Co.      
    800-255-6046              info@rocklinmfg.com            www.rocklinmanufacturing.com  


